RRODUINEORMATION

Getriebeoil 80W

OMUCAHUE TpaHcmuccuoHHoe Macno Getriebeoil 80W — 9T0 BbICOKO3(P(PEKTNBHOE
TPAaHCMUCCUOHHOE Macro BbICOKOrO [aBfieHWUsi, W3roTOBMEHHOe U3 TuaTenbHo
nogo6paHHbIX OCHOBHBIX Macen U MHOroyHKLMOHaNbHbIX Npucagok. Ero MoxHo
ucnonb3oBatb B MOObIX Tunax nepedadv (UMNvMHOPUYECKasi, KOHWYecKass u
YepBsiYHasi Nnepegava) B COOTBETCTBUM C Knaccudukaumen APl GL 4.

CBOUCTBA - BbICOKOE MOrMoLLeHne cxaTus
- NpeaoTBpaLLaeT U3HOC
- CHWXaeT Wym npu paboTte
- ONTUMarbHble BA3KOCTHO-TEMMEPATYPHbLIE XapakTePUCTUKM
- MPEBOCXOAHAs YCTOMYMNBOCTb K CTapeHuto
- COBMECTUM C NIOOLIMY YNIOTHUTENBHBIMU MaTepuanamm

Cneuuncpmkaumm v paspeLueHus:
API GL 4
MB-Freigabe 235.1
ZF TE-ML 02B, 17A
MIL-L 2105

LIQUI MOLY pekomeHAyeT 3TOT NPOAYKT AONOJIHATENbHO Al TPAHCNOPTHLIX CPeACTB, ANA KOTOPbIX
TpebyloT cneayowmx cneunduKkaumm:

MAN 341 Typ E1

MAN 341 Typ 22

TEXHUYECKUE
XAPAKTEPUCTUKUN Knacc BsiskocTu 1 80W
MnotHocTb Npu + 15 °C 10,885 rlem® DIN 51757
BsaskocTb npu + 40°C 1934 MM>/cek ASTM D 7042-04
BsaskocTb npu + 100°C 1114 MMZ/cek ASTM D 7042-04
MHpaekc BA3KOCTU 1110 DIN ISO 2909
Temn. BocnnameHeHns 1218 °C DIN ISO 2592
Temn. kannenageHus 1-27 °C DIN ISO 3016
Xpomatuy. ymucno ASTM 13,5 DIN I1SO 2049
OBJIACTH [ns mexaHu3moB nepegaym (B HaCTHOCTM KOPOOBKM nepedad) 1 rmaBHOW nepegaydu ¢
NMPUMEHEHUA Harpy3kamu oT CTaHO4APTHbIX OO BbICOKMX, B KOTOPbIX TPeOYeTCA TPaHCMUCCUOHHOE
mMacro cornacHo APl GL 4.
NMPUMEHEHUE Mpun nogbope cobntoganTe Krnacc BA3KOCTU, YKa3aHHbIA NPOM3BOAMTENEM MeXxaHM3mMa
nepegayun. CmelumBaeTtcs ¢ nobbIMKM Mapkamu TpaHCMUCCUOHHOTO Macna. OgHako
NOMHbIV 3PdEKT TOMLKO NPY MCNOMNb30BaHUN 6€3 CMeLIMBaHNSA C ApYrMMu COPTaMu.
TAPA OANA
NMOCTABKU Getriebeoil 80W
1n ApTtukyn 1952
20 n ApTtnkyn 1033
60 n ApTtukyn 1039
205 n ApTtukyn 4718

MauuA npefocTaBrieHa Ha OCHOBE NOAPOBHbIX UCCNeA0BaHUNA, KOTOPbIM MOXHO
HoIpeAHa3Ha4YaeTcs OHa ANA UCNONIb30BaHUA TOJIbKO B Ka4eCTBE CMpaBOYHbIX MaTepuanonB
| 6e3 npefocTaBieHUsA rapaHTUM.
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