
Официально одобрено
MAN M3277

VOLVO VDS-3

MACK EO-N

RENAULT VI RLD-2 

Показатели деятельности
ACEA: E4/E7

API: CI-4

CUMMINS: CES20078

DETROIT DIESEL: 93K215

DEUTZ: IV-10

GLOBAL: DHD-1

MACK: EO-N / EO-M PLUS

MAN: M3277/M3377

MB: 228.5

MTU: TYPE3

RENAULT: RLD-2/RXD

VOLVO: VDS-3

 

PRO-TC TDX 10W40
This is a synthetic lubricant based on carefully selected highly refined base oils. This is

a ultra high performance diesel (UHPD) engine oil that meets the highest performance

standards for heavy trucks. This oil is not suitable for vehicles fitted with particulate

filters.

  

Приложения
Recommended for turbocharged and naturally aspirated diesel engines. Perfectly

suitable for new as well as older diesel vehicles.Exceeds the demanding requirements

of most U.S. and European manufacturers.

Характеристики

 

Unit Average

Value

Плотность при  15 °C kg/l 0.866

Вязкость  при  40 °C mm²/s 101.40

Вязкость  при  100 °C mm²/s 14.60

Вязкость  при  минус  25 °C mPas 6800

Коэффициент  вязкости 149

Температура вспышки по Кливленду °C 226

Температура застывания °C -39

Общее щелочное  число mgKOH/g 12.6

Содержание сульфатной золы % 1.48

Упаковка

20L 60L 210L IBC
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