
Показатели деятельности
ACEA C3

API SN/CF

BMW M-engines/LL-01

PORSCHE A 40

PUR-PORT 10W60
A universal, ester fortified, synthetic motor oil developed according the most recent

technology and based on specially selected base oils with a high natural viscosity index.

With the addition of a well-balanced choice of advanced additives the following

properties are obtained:

a high and very stable viscosity index

a high resistance against shearing

a fast cold start

a safe lubrication film at very high temperatures

reduced formation of combustion ashes

a very good detergency and dispersion

a very strong protection against wear, corrosion and foaming

 

Приложения
This is a universal, ester fortified, synthetic motor oil. This Oil is specially developed

for passenger car engines. Moreover this lubricant is very suitable for use in petrol and

diesel engines, with or without turbo-charging.

Характеристики

 

Unit Average

Value

Плотность при  15 °C kg/l 0.854

Вязкость  при  40 °C mm²/s 148.70

Вязкость  при  100 °C mm²/s 22.80

Вязкость  при  минус  25 °C mPas 3860

Коэффициент  вязкости 183

Температура вспышки по Кливленду °C 243

Температура застывания °C -39

Общее щелочное  число mgKOH/g 7.4

Упаковка

12x1L 20L 60L 210L IBC
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